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DEWATERING SCREEN DS SERIES

The DS series ERALKI dewatering screen consists of a rigid piece frame stiffened by stringers 
and is operated by two electric vibrators. The operating system is similar to that used for 
the vibrating conveyors, in that the screens’ purpose is the separation of solid materials from 
liquids.

To achieve this objective the rear and bottom of the screens are fitted with a high perfor-
mance, anti-wear, large-surface polyurethane grille with a trapezoidal section to prevent 
blinding. The bottom of the grille is positioned at an upward angle towards the discharge, 
thus avoiding the water escaping with the solid material. The placement of the polyurethane 
grille can be either transversal or longitudinal, depending on the size of the screen and the 
fixing system used.

From the mixture that reaches the screen, most of the liquid passes quickly through the grills
located at the rear of the machine. At the same time, thanks to the vibration, gravity drains the
liquid downwards into the mixture and it exits through the grills located at the base.

The size of the hole for the grids is chosen according to the grain size of the material. The hole
sizes available for the screens are: 0.2x11; 0.3x11; 0.4x11;
0.5x11; 0.8x11; 1.0x11; 1.2x11 and 1.4x11 mm.
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The equipment can be
manufactured in both
carbon steel and stainless
steel, and can be totally
open or sealed, and in the
case of sealing has a lower
hopper to collect the li-
quid that passes through 
the grills.
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The polyurethane panels that the drain area 
is made from are mounted by means of a 
system of transversal or longitudinal parts, 
which is a good fixing system consisting of a 
series of spacers that are fixed to a plate, or 
a wedge that is fixed between the panels.

The sides of the screen are protected with
polyethylene plates that are supported in 
the upper part by wedges. These plates in 
turn carry out the function of supporting the
polyurethane panels.
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Fixing panel using spacers

Polyethylene side plate detail Fixing panel using wedge

Model Surface
m3/h

Total power
absorbed Kw

General dimensionss approx. mm Weight

KgA B W H
DS 60/180 1,39 1,8 680 1800 1000 1000 600
DS 80/210 2,06 3,2 890 2100 1200 1200 900

DS 100/240 2,70 4,4 1020 2400 1400 1400 1200
DS 120/270 3,84 7,2 1300 2700 1600 1600 1600
DS 150/300 5,15 6,4 1580 3000 1900 1800 2000
DS 180/330 6,44 8,6 1820 3300 2200 1900 2500
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Vibrating feeder conveyor

Vibrating sieves

Vibrating probablistic screen

Vibrating electromechanical conveyor

Vibrating feeder to eddy separator

OTHER EQUIPMENT IN OUR PRODUCT RANGE


