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LOW FLOW
ELECTROMAGNETIC
VIBRATING FEEDERS



ERALKI series EPA and EMA low flow electromagnetic vibrating feeders are used for the re-
liable short distance feeding of all kinds of bulk products.

By using a regulating case, which is supplied with the equipment, it is possible to adjust
the flow rate of this equipment. Examples of typical use are: small discharge hoppers, fee-
ding other equipment, automatic weighing feeding systems, dosage and mixing products, 
parts supply to continuous processing machines, etc.

According to requirements, after analysis trays of different shapes and dimensions can be
designed and manufactured.

This regulation can be carried out,
depending on the model, using one of the 
following methods:

-Using a potentiometer
-With one or more preset speeds
-With an automatic signal of
4-20 mA or 0-10 V.
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Model Vibrator 
Type 

Flow
rate
m3/h

Intensity
230V/50 

Hz

General dimensions approx. mm
A B D F H

EPA 4/30 EPA 1,0 0,8 A 40 300 90 400 190
EPA 10/30 EPA 2,3 0,8 A 100 300 170 400 220
EMA 20/40 EMA 5,5 1,1 A 200 400 230 500 250
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Electromechanic vibrating feeder

Vibrating screen conveyor

Vibrating sieves

Vibrating elevator

Compaction vibrating table

OTHER EQUIPMENTS FROM OUR RANGE OF MANUFACTURING


