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SV – SB SERIES



VIBRATING SCREENS SV – SB SERIES

The ERALKI SV-SB series vibrating screens are used for the separation and sizing of bulk
products.

From a constructive point of view, they consist of a rigid piece frame stiffened by crossbars 
and are operated, depending on the model, by one or two electric vibration motors. The 
equipment is normally installed supported, either on springs or on rubber anti-vibrators, al-
though depending on the size and the application can also be installed suspended.

Los equipos se pueden suministrar bien abiertos, con tolvas de salida inferiores y estancas por 
la parte superior, bien con tapas de fibra de vidrio, metálicas o de policarbonato. Opcional-
mente se pueden colocar tomas de aspiración para captación del polvo y tapas de registro 
para la inspección del interior.

Up to two screen decks can be designed, and according to each application, the material and
specifications of the screen, meshes of steel springs, stainless steel, non-binding, rubber,
etc. can be attached, and in addition perforated plates and polyurethane panels can be
attached.
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Depending on the type of tension we have:
	 - SV-SB series sieves: the mesh is tensioned transversely from the sides with a profile  	
	   wedge tensioner and specific fasteners.
	 - SVM-SBM series screens: the mesh is tensioned longitudinally from the rear

by means of an encapsulated tensioning system which keeps the tensioning of the
mesh constant. This system means the change of meshes is carried out in a simpler
and faster way.

CRIBAS VIBRANTES SERIES SV - SB

Also depending on the application, we offer the following options:
- Specific designs for inlets and outlets, square, round, elliptical, etc.
- Mesh bumpers in the form of chains or hoses.
- The use of vibrating distributors for adequate material feeding.
- The possibility of watering systems.
- Equipment designed according to ATEX regulations.

Although the equipment can be supplied according to the dimensions and requirements indi-
cated by the customer, below is an approximate standard dimensions table for the equipment 
and the technical specifications of the SVM-SBM series.
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Longitudinal tension detail Transversal tension detail

SVM SERIE Screen surface
m2/deck

1 Mesh 2 Meshes
SVM-I 50/130 SVM-II 50/130 0,65
SVM-I 75/130 SVM-II 75/130 1,00
SVM-I 75/200 SVM-II 75/200 1,50

SVM-I 100/200 SVM-II 100/200 2,00

SBM SERIE Screen surface
m2/deck

1 Mesh 2 Meshes
SBM-I 75/130 SBM-II 75/130 1,00
SBM-I 75/200 SBM-II 75/200 1,50

SBM-I 100/200 SBM-II 100/200 2,00
SBM-I 100/240 SBM-II 100/240 2,40
SBM-I 150/200 SBM-II 150/200 3,00
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Vibrating feeder conveyor

Vibrating dewatering screen

Vibrating probablistic screen

Vibrating electromechanical conveyor

Vibranting prescreener

OTHER EQUIPMENT IN OUR PRODUCT RANGE


